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Audio
In-dash CD/MP3/WHMA Tuner with option to attach iPod (interface required)

hangers
hanger Pa

p1e DIN

TUNER

2-RDS tuner Frequency Diversity (FI)

Frequency bands FM, AM, LW, SW (49m)

D.A.5. Dynamic Auto Store FM (display of all available RDS stations)

Station storage 48 (12 per frequency band)

Auta Stare AM, LW (automatic storage of available stations)

Station search (automatic/manual)

Scan search (stations are previewsd for 10 seconds)

PTY (station selection according to type of programming e.g. rock, pop, classic, news, tc.)

Input sensitivity < 2.2 /150 ohm

Frequency range FM 30 Hz....15 kHz, AM SO Hz....3 kHz

Search frequency bands FM/AMN/LW/SW 100/9/3/5 (kHz)
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EON Enhanced Other Network (display of traffic information outside reception zone)
D pause during traffc announcements
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CO-ROM quad-speed drive (CD-R, CD-RW)
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Mexico Pro 7937 - Red display 

· Audio 

· In-dash CD/MP3/WMA Tuner with option to attach iPod (interface required) 

· TUNER 

· 2-RDS tuner Frequency Diversity (FM) 

· Frequency bands FM, AM, LW, SW (49m) 

· D.A.S. Dynamic Auto Store FM (display of all available RDS stations) 

· Station storage 48 (12 per frequency band) 

· Auto Store AM, LW (automatic storage of available stations) 

· Station search (automatic/manual) 

· Scan search (stations are previewed for 10 seconds) 

· PTY (station selection according to type of programming e.g. rock, pop, classic, news, etc.) 

· Input sensitivity < 2.2 µV/150 ohm 

· Frequency range FM 30 Hz....15 kHz, AM 50 Hz....3 kHz 

· Search frequency bands FM/AM/LW/SW 100/9/3/5 (kHz) 

· TRAFFIC RADIO 

· TP Traffic Programme (manual and automatic traffic radio station selection) 

· EON Enhanced Other Network (display of traffic information outside reception zone) 

· CD pause during traffic announcements 

· CD/MP3/WMA PLAYER 

· CD-ROM quad-speed drive (CD-R, CD-RW) 

· CD mixed mode, CD multisession 

· Compression formats: MP3, WMA9 

· Functions: play list, skip track, random play, repeat, scan search 

· Scan function (tracks are previewed for approx. 10 seconds) 

· Last Address Memory (player recalls last track played) 

· Display of track/total time remaining, number of tracks on CD, directories, 

· ID-3 tags (title and artist) 

· Supports fixed and variable bitrates (8 - 320 kbit/s) 

· IPOD® LINK (OPTIONAL) 

· Features: Track name, artist, album display; track up/down, search up/down 

· functions; mode selection for album, artist, genre, playlist, random, repeat 

· CD-CHANGER (OPTIONAL) 
· Features: skip track, direct track selection, track filter, random play, repeat, scan search 

· Scan function (tracks are previewed for approx. 10 seconds) 

· Last Address Memory (player remembers last played track) 

· Display of track/total time remaining, number of tracks on CD 

· AUDIO 

· Sound control: source-separated treble/base control, adjustable balance and fader, loudness 

· Music output 4 x 30 watts 

· RMS output 4 x 18 watts 

· Pre-out 4 channels plus subwoofer/centre speaker (adjustable) 

· EQUIPMENT LEVEL 

· Dot matrix display 

· Display colours: Model 7936 yellow, 7937 red, 7938 green, 7939 blue 

· Anti-theft protection (code entry + removable control panel) 

· Snap-in chassis (simple installation in vehicle without mounting frame) 

· ETC (Easy-To-Control menu control) 

· CONNECTIONS/MISCELLANEOUS 

· DIN-ISO connection 

· Connection for Becker CD-changers (Silverstone 2630, 2660, 7860) 

· Telephone mute and low-frequency telephone input 

· AUX input (without CD-changer only) 

· 15-step SDV (Speed Dependent Volume control) 

